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RESEARCH MEMORANDUM 


A THEORY FOR STABILITY AND BUZZ PULSATION AMPLITUDE IN 
RAM JETS AND AN EXPERIMENTAL INVESTIGATION 
INCLUDING SCALE EFFECTS 


By Robert L. Trimpi 
SUMMARY 


From а theory developed on a quasi-one-dimensional-flow basis, it 
was found that the stability of the ram jet is dependent upon the 
instantaneous values of mass flow and total pressure recovery of the 
supersonic diffuser and immediate neighboring subsonic diffuser. Con- 
ditions for stable and unstable flow were presented. The theory devel- 
oped in the report was in agreement with the experimental data of the 
reports both of Sterbentz and Evvard and of Ferri and Nucci. 


It was shown that the model assumed in the resonator analysis of 
Sterbentz and Evvard may be considered a rough approximation to the 
actual phenomena when applied for purposes of obtaining the general 
trends ‘and orders of magnitude of frequency and amplitude of oscillation 
providing the wave length of the highest frequency component of the 
oscillation be much larger than the length of the ram jet. The resonator 
analysis is not applicable when considering the initial stability of the 
inlet without combustion and should not be so applied to obtain such 
stability criteria. 


A simple theory for predicting the approximate amplitude of smell 
pressure pulsation іп terms of mass-Plow decrement from minimum-stable 
mass flow was developed and found to agree with experiments. 


Cold-flow tests at a Mach number of 1.94 of ram-jet models having 
scale factors of 3.15:1 and Reynolds number ratios of 4.75:1 with 
several supersonic diffuser configurations showed only small variations 
in performance between geometrically similar models. The predominant 
variation in steady-flow performance resulted from the larger boundary 
layer іп tbe combustion chamber of the low Reynolds number model. The 
conditions at which buzz originated were nearly the ваше for the same 
supersonic diffuser (cowling-position angle) configurations in both 
large and small diameter models. There was no appreciable variation 
in stability limits of any of the models when the combustion-chamber 
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length was increased by a factor of three. The unsteady-flow performance 
and wave patterns were also similar when considered on a reduced- 
frequency basis depending on the relative lengths of the model. The 
negligible effect of Reynolds number on stability of the off-design con- 
figurations was not anticipated in view of the importance of boundary 
layer to stability, and this result should not be construed to be gener- 
ally applicable. | 


The velocity profile in the combustion chamber at both Reynolds 
numbers was appreciably influenced by an angle of attack of 1/29. Тһе 
external shock pattern was noticeably affected only for the lower 
cowllng-position angles. The pressure recovery and mass-flow values at 
the start of buzz were not noticeably affected. 


INTRODUCTION 


The buzzing, or oscillation, of the shock configuration at the inlet 
Of supersonic diffusers has been the subject of many investigations since 
1944 when Oswatitsch (ref. 1) first encountered the phenomenon in axi- 
symmetric inlets with central bodies. Recent research has shown that 
buzzing is not limited to axisymmetric conical center-body inlets but is 
also associated with scoop-type inlets (ref. 2) and perforated convergent- 
divergent diffusers (ref. 3). 


The operation of ram jets at off-design conditions due to flight 
speeds less than the design speed or due to various fuel-air ratios, as 
well as maneuvering at design speed, results in operation at reduced 
values of mass flow; in other words, the area of the stream tube swallowed 
by the inlet is smaller than the cross-sectional area of the inlet. In 
order to obtein this reduced mass flow there must be а change in the shock 
pattern of the inlet. In the axisymmetric center-body-type inlet any 
reduction in mass flow over that accomplished by the deflection of the 
Stream lines асговв the conical shock сап be obtained only ав а result of 
the second or so-called "normal shock," which is usually at or to the rear 
of the cowling entrance at design Mach number, moving forward to effect 
mass-flow spillage in the subsonic region existing just behind it. Тһе 
mass-flow reduction in the various other types of inlet is also mainly 
dependent on the "normal shock." Buzzing occurs when the flow pattern 
becomes unstable at the position to which the normal shock is forced to 
move in order to satisfy the particular mass-flow requirements of the 
ram jet. 


The performance of a diffuser is reduced by instability (ref. 4) 
and in addition the resulting pressure fluctuations can produce serious 
combustion апа structural problems depending on the oscillation amplitude. 
Consequentiy, it is essential for efficient operation that the buzzing be 
either eliminated, avoided, ог its amplitude controlled аб а small value. 
* 
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Various criteria for determining the cause of instability have рге- 
viously been reported. Reference 5 expounds the effects of a vortex- 
sheet-induced separation as one cause, whereas reference б, and others, 
have shown separation on the central body to be another contributing 
Factor in absence of combustion instability or rough burning. In addi- 
tion to the aforementioned theories based on fundamental serodynamic 
phenomena, a modified Helmholtz resonator concept (ref. 7) has been 
proposed to predict the onset of instability as a function of the slope 
of the mean pressure-recovery mass-flow curve. 


Reference 8 proposes a stability criterion, based only on the steady 
flow ahead of the cowling, in which a zero slope of the cowling static 
pressure versus mass-flow curve predicts the start of buzz. Experimental 
results, however, have shown that the flow to the rear of the inlet lip 
сап influence stability. 


The mechanism for the continuation of the cold-flow-buzzing cycle; 
once it has been initiated, was investigated in reference 6 and the 
various traveling waves moving up and down the ram jet were theoretically 
computed on a quasi-one-dimensional basis and found to agree closely with 
experimental results. However, an experimental value of the strength of 
the initial wave had to be used ав а starting point for the computations. 


Since predictions of the buzzing phenomena by any of the methods 
described have not been infallible, the only recourse in determining the 
behavior of a particular ram jet has been to actually test the configu- 
ration. The testing of full-scale units is both difficult and costly во 
that the obvious solution is the testing of small-scale models, providing 
the model behavior can be properly correlated with the actual ram jet for 
both steady and unsteady flow. 


A possible method for predicting the amplitude of the pressure 
oscillations, based on a further modification of the Helmholtz resonator 
concept previously mentioned, was proposed in reference 9. Again an 
experimental point was used to get a basis from which to make further 
involved computations. Furthermore, the procedure required to obtain 
the amplitude by this method is quite involved and lengthy so that it 
would be advantageous to have-a simple short method for amplitude 
prediction. 


A theoretical and experimental investigation was conducted at Langley 
to gain further information regarding the cold flow stability limits for 
buzzing and regarding model scale effects in steady and time-dependent 
flow. Іп addition, a simple approximate theory for predicting pulsation 
amplitude was derived on a linearized one-dimensional accoustical basis. 
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SYMBOLS 


local speed of sound, (perturbation to local speed of 
sound ) 


functional solutions to wave equation 
mass flow through model 


mass flow through model at start of buzz 


mass flow at infinity through a stream tube of diameter 
equal to cowling-lip diameter 


integer denoting number of wave %гауегваін in each 
oscillation cycle (equivalent to quotient of oscillation 
wavelength divided by twice ram-jet length) 

pressure, (pressure perturbation) 


radius of model 


redius of outer rake tube 


time 
turbulence velocity 
axial distance measured from cowling lip 


constants defined in equations 


nominal (maximum internal) diameter of models 
functional solutions to wave equation 

length of model 

Mech number 

gas constant 


maximum internal radius of model 


fluid speed in ram jet, (perturbation to fluid speed) 


-. —————e 


— ==. I-A 
where ee - 
a 
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У fluid speed in free stream 

Vmax maximum fluid speed if fluid is expanded to zero pressure 
о, angle of attack, deg 

7 ratio of specific heats, assumed equal to 1.40 

E axial coordinate in moving wave system 

р; (Ар,8р) density, (perturbation density) 

H viscosity 

T period of oscilig&tion 

о) frequency of oscillation 

$, (56) velocity potential, (perturbation potential) 


Subscripts indicate following states unless otherwise noted above: 


b start of buzz 
о local stagnation conditions 
со free stream 


THEORY FOR APPROXIMATE PRESSURE AMPLITUDE OF BUZZ 


А low-amplitude buzzing, while not beneficial to the performance of 
а propulsion unit, might under certain circumstances (such as a partic- 
ular off-design operation encountered only for short-time periods) be 
less undesirable than the performance penalty required to avoid buzzing 
completely. It would then be. advantageous to be able to predict the 
amplitude of buzzing as a function of mass flow. Reference 9 presents 
опе method, based on resonator principles, which is not only lengthy and 
tedious but also yields a constant amplitude throughout the combustion 
chamber in contrast to experimental date which show varying amplitude. 
Consequently a simple linear theory has teen derived to permit facile 
computations of the relation of pressure amplitude at various positions 
in the ram jet to mass flow. 


А linearized equation of motion for small disturbances superimposed 
on а one-dimensional isentropic steady flow шву be obtained by neglecting 
products of perturbations, of the derivatives of perturbations, of the 


— app ilium 
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perturbations and derivatives of perturbations, etc., іп respect to the 
first power of said perturbations. Let the steady flow be defined by 
the parameters U, р, р, and a. Then the unsteady flow is defined by 
U + Bu(x,t), p+ Sp(x,t), p+ Sp(x,t), and а + ба(х,5). For the above 
conditions and restrictions the equations of continuity and momentum 
become (when subscripts denote partial differentiation) 


Sp, + U õp, + р SU, = O (1) 
l ар 
SU. + U òU, = -= == 5 2 


Differentiating equation (1) with respect to x and equation (2) with. 
respect to time gives _ 


Sp + U Әр, + p BU. = О (3) 
= _1 ЧР 
Se OR an PE (+) 


Combining equations (5) and (№) results in the following equation: 


2 22 


D 5 Uëp + p 5, | = 859. +9580, (5) 


Differentiating equation (2) with respect to x leads to 
SU, + U BU, --2 85 5pxx (6) 


а 
Substituting equation (6) in equation (5) and rearranging, using ай = =P 


ylelds the following differential equations: 


dp 
-U BU, - UP 50 + 35 BU, "5%, + U SU (7) 


BU,, = (а? - UP)BU,, - 2/50. (8) 


au 
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It шау be verified by substitution that solutions of equation (8) 
are іс be found in the form 


su = f|x - (0+ e] + e[x - (U - aX] (9) 


The first term represents a wave moving with a velocity of U+ а 
and the second a wave traveling with а velocity U - a. 


These solutions are to be expected since if a potential @ = Ux + 50 
exists, where SU = бф, equation (8) becomes, after partial integration 


with respect to х, 


56+ = (a? - u2)sñ., - 2U shy (10) 


Equation (10) could also have been obtained from the simple wave equa- 
tion, De Е = =; бық» for a disturbance іп а fluid st rest by а trans- 
a, 


formation of coordinates to account for the fluid motion. Solutions of 
the wave equation are known to be of the form 50 = f(t - at) + g(É + at), 
апа replacing Ё by x - Ut yields equations (9) and (10). 


Substitution of equation (9) in equation (2) and integrating with 
respect to x yields the perturbation density: 


бр fx - (U + а) - gx - (u - a)+| 


11 
р Е (21) 
Applying the isentropic relationships to determine the other 

perturbations yields 
e{x - (U + a)t] - glx - (v - aX] 
Sp ӛр Ё 
р "р [етене eu е = ( 
ба. 7 - 1 Өр от} - (U+ edt] - вх - (0-а) 
а Geet ee Qr c Д.М СЕ no CON (15) 
а. 2 p 2 а. 


Equations (9), (11), (12), and (15) are the general equations appli- 
cable to a one-dimensional steady flow with unsteady perturbations. 


 — 
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ТР these equations are to be applied to the ram jet, considered ав 
а constant area duct with a constriction at the exit, the proper boundary “ 
condition at the exit must be considered. In reference 6 it was shown 
thet consistent with the assumption of a choked nozzle was the assumption 
of constant Mach number at the end of the duct for a given nozzle area. 


Now, for M = Constant = Ea PE OM &t the exit, 


& а + ба 


м=-9.-9+50.09| SU B&, (14) 
а. а + ба, А, U a, 
Therefore, I 
50, 58 
Ú a, 
ie) (at x = 1) 
U 2 а, 
у - 
M+ 1 
f(Lt). (15) 
g(L,t) y c 
TB Mora 


Equation (15) relating the strengths of the downstream and upstream 
waves аб the exit is similar to equation (6) of reference 6 which gives К 
the value of these waves for the exact characteristic solution. 


Closed solutions satisfying equations (9) and (15) may be found in 
harmonic form. Since the sine wave form often occurs in buzzing, а 
simple expression for that type of wave—is shown in the following equa- 
tion, where C4 is as yet an undetermined constant dependent on the 


amplitude and a is the frequency of the oscillation: 


ие. 
2 


OU оос NN (M - 1)х + (1 - M2)at + L 
Cy Lá camo ge 


"ida 


gin С PERO lare 1 1058 (p oao) BE ss J} (16) r 
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Note that the boundery condition for x/L = 1, equation (15), is 
identically satisfied for all times. Furthermore, if each cycle 
requires n waves to traverse the ram jet in both directions during a 
period т, then 


> 
о xu itn) де мээн 
and 
BU — хийн + 
— = sin|(M - 1) Æ + 24 on 2) + 
6; 7-1 nL T 
l М-1 
2 
sin (м + 5 -8.288 (17) 
пг. n T 


From the above equation, where the first term оп the right-hand side 
represents Ғ and the second g, and equations (11) and (12), one finds 
the relationship between the perturbation amplitudes of pressure and 
density: 


Y- MEE 
Эра ра LB ан (и - 1) 6 Be ЗЕ 
1. Р 7-1 25 M-1 
2 
sin|(M+ 1) Š ~24 53 (18) 
nL n T 


Corresponding equations, though not in sueh simple form, may be 
found for any desired shape of а pressure-time curve by approximating 


the curve by straight-line segments for which the equations are linear 


in time. 


The problem of determining the pressure perturbation at any time 
апа at any value of x is then reduced to a determination of the ` 
constant Су. An approximation to this value for small amplitudes may 
be obtained in the following manner where perturbations are applied to 
the average mass flow which varies slightly from the incipient mass flow 


10 U 2 Ч TNE fo: 
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at start of buzz. Time-averaged quantities are denoted by а bar and 
the following identities employed: 


P= рр - Ар 
U = U, - AU (19) 
р= р - 2р 
m = Average шазв flow = р Ú (20) 
mo m дө, AU 0-6 (21) 
шы Бос, Ph % 
mi, 4p | AU 21&) 
m 5 ym | 


Тре assumption is then introduced that st the midpoint of the гам 
jet the maximum variations (amplitude) in pressure and velocity are equal 
to the difference between the incipient values and the average values, 
that is, at x/L = 1/2 | s - 


ӛр | = Ар 


max positive 
(22) 


Бы positive TA 


Some justification for the pressure approximation may be found in 
figures 2 ара 8 of reference 10 апа figure 1 of this report (gage 3 at 
x/L = 0.6) which show the peak pressure to be approximately the incip- 
ient value for buzzing near the midpoint of the ram jet Рог small ampli- 
tudes in cold flow. When combustion is present, references 4 and 8 show 
that the peak pressures are slightly below the cold flow incipient value 
until a buzz giving optimum average static pressure (highest manometer 
pressure noted during buzzing) is reached at which point the average 
pressure is equal to the optimum static pressure in cold flow (incipient 
pressure) less the amplitude of pressure pulsation. 
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No data are &v&ilable for substantiation of the corresponding FC 
velocity assumption. However, it would seem logical to apply similar 
boundary conditions at the same point. Also, since at the midpoint of 
the ram jet the values of the velocity and pressure perturbation ampli- 
tude are between the maximum and minimum values existing at the extremi- 
ties of the ducting; this midpoint would further appear to be the desir- 
able place to evaluate amplitudes. 


This assumption relating amplitudes to average and incipient values 
will apply only for small values of the oscillation and even then it is 
only an approximation in some cases. However, since it will give an 
easy method of determining the approximate pressure amplitudes, its use 
is justifiable providing the limits imposed are. considered in analyzing 
results obtained. The mass-flow-weighted values of U, and a, should 


be used in the computations where boundary-layer effects cause s non-. 
uniformity in parameters across the channel. 


Thus, the following approximation is determined: 


== = 1 - S|] di: (25) 
m+ 7 U 
max positive max posltive 
x/L = 1/2 x/L = 1/2 
m d f -g ғ + g (2h) 
mb ab By 
max positive max positive 


x/L = 1/2 x/L = 1/2 


Іп general, if f and g are replaced by C4F and 040 where Е 


and G are representative only of the form of the waves of unit ampli- 
tude, then equations (9), (12), and (21) become: 


50 = C,[F + G| (25) 
ор - 
= = za 5 (26) 


T is T qupd 
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= С 
m. a; max positive a+ max positive 
x/L = 1/2 x/L = 1/2 
с 
т = = (27a) 
IF - G| xx il 


max positive 
x/L = 1/2 


max positive 
x/L = 1/2 


Equations (26) and (27a) permit the determination of the pressure- 


time variation for any given value of x/L, 


ular form T and G. 


мМ, and E for а partic- 


In addition, an expression for the total amplitude 


for any given value of x/L and m/m, шау be obtained by maximizing 


equation (26): 


[P= Gl nax positive 


at x/L 


шах positive 
x/L = 1/2 


A е СІ negative. 
at x/L 
4. 
Ы ӨСІР ш e laz positive 
x/L = 1/2 
(28) 


Tn particular Рог the sine wave oscillation previously mentioned, 


the closed form of the equation for. total amplitude of pressure pulsation 


becomes 
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Pmax ^ Pmin p 


рь РЬ 
Жэн 
m 2 
= г(1-) | — asa [%- += + ont | 5 
2 
Z- im ал 
sin (® + 1)#®- Es ont | — sim (%- 1)— + 
n 2- 1 
2-4 + 1 
х 5 л x % 1 2 
х an| - вїа[(мь+ 1) Ж-Е IS ЕЯ віп (Mm, - 
-1 
12 4 ол + эла (м 1) -Etat | (29) 
max 


The maximizing values of ext for equation (29) &re expressed &s 


follows where the upper signs apply to the first brace amd first term in 
the second brace and the lower signs apply to the second term in the 
second brace: 


ша OU cu Ln (50) 
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The determination of the constant—C, and the amplitudes is 


slightly more lengthy for waves not expressed in simple closed form (for 
any time and x/L) such as triangular pulses, etc. In these cases it 


may be necessary to plot the curves of = and саев against time at 


1 УС] Р 
x/L = 1/2 and at any other desired values of x/L to determine the 
а б 

value of the constant Cz and the maximum value of the term — — 

791 P 
However, computations have shown that the maximized values of the sum 
and difference of F .and G for the same wave forms vary only slightly 
with M, if M << 1. Consequently, if the amplitude is to be deter- 


mined for several adjacent values of M, the values of [к Е с) А need 
be computed for only one value of М. Then the total amplitude can be 
obtained from equation (28) employing these same values of |F + Gl тах 
but varying М in the denominator. 


For a given frequency and wave form the theory predicts: (1) а 
linear increase in pressure amplitude with decrease in mass flow from 
the incipient value; (2) as n increases with resultant lower frequency 
for a given mass flow, the-amplitude will increase; апа (5) higher 
values of M, result in larger emplitudes at the same value of п and 


mass-flow reduction. 
APPARATUS 


Tests of two different diameter models were conducted in one of the 
blow-down jets of the Langley Gas Dynamics Branch which uses low humidity 
air from large pressure tanks. The models were tested at a Mach number 
of 1.94 + 0.02 in a jet 5 inches high and 6 inches wide. The test 


Reynolds number based оп cowling-inlet-diameter was 5.7 X 106 Рог the 
larger model. Тһе majority of the testing for the small model was done 


at а Reynolds number of 1.2 X 106. The test-section side walls extended 
past the end of the nozzle blocks so that the region іп which the inlet 
was located was open to the atmosphere on top and bottom while bounded 
laterally by the tunnel side walls. Тһе test-section pressure was 
adjusted to approximately atmospheric pressure for tests of the large 
model to minimize disturbances near the cowling which wes located for- 
ward of the Mach lines originating at the ends of the nozzle block. For 
the small model the pressure was generally below atmospheric in order to 
lower the Reynolds number further but the -flow near the cowling was 
undisturbed since the shocks from the end of the nozzle intersected the 
model well aft of the cowling. 
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In the absence of the models the turbulence level for pressure in 
the test section was measured by а sting-mounted inductance gage and 
found to be negligible for the lower test pressures used for the small 
model. However, the pressure fluctuations reached an amplitude of about 
1.6 percent of the test-section pressure for the higher pressure runs. 


Owing to misalinement of the model in the tunnel, tests of the 
large model were made at a positive angle of attack of 1/29. Сопве- 
quently, the majority of the small model tests were conducted at this 
angle of attack, and, in addition, a few pertinent runs were made at 
angles of attack of O° and -1/2°. 


Two intersecting piano wires were affixed to the outside of the 
tunnel windows to provide reference lines. The horizontal wire was 
alined nearly parallel to the center line flow whereas the vertical wire 
formed an angle of approximately 89° 45' with the horizontal wire in the 
upper left quadrant. 


The models which were constructed to be as geometrically similar as 
possible are shown schematically in figure 2 where dimensions are рге- 
sented in terms of nominal combustion-chamber diameters. The diameter 
for the large model was 4.026 inches (the internal dimensions of 4-inch 


standard pipe) and for the small model was 1.278 inches, (internal dimen- 


sion of 12 -inch extra-strong pipe), which gives & scale factor of 5.15 


for the two models. 


The models will be denoted by three numbers. The first number gives 
the nominal diameter, the second the length-diameter ratio, and the third 
the cowling-position parameter (angle between ray from apex of cone to 
cowling lip and axis of ram jet). Thus, model 4.026 - 14.91 - 44.2° 
would have a nominal diameter of 4.026 inches, a length-diameter ratio 
of 14.91, and a cowling-position angle of 44.2°. Omission of any of the 
numbers will cause no ambiguity since the diameters are 4.026 and 1.278, 
the length ratios 14.91 and 29.82, and cowling angles are between 40° 
and 48°. The models are closely similar in over-all internal shape and 
in external shape in the region rearward as far as 3 diameters from the 
inlet. In order to use the same plug valve and exhaust system, a tran- 
sition section was used at the rear of the small model (see fig. 2). 


The removable center body was supported by three faired struts 120° 
apart and provision was made for varying the center-body position in an 
axial direction by the insertion of spacers between the center body and 
its strut support. Тһе spacers required to give cowling-position angles 
оғ 48,19, 44.2°, and 50.19 with tolerances of +0.05° were determined by 
micrometer measurements. The critical shock angle for а 25° cone at а 
Mach number of 1.94 is 59 50". The ordinates, obtained by micrometer 
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and surface table measurements, ОҒ the cowlings amd center bodies аге 
given in table Т. The large center body had a conical half-angle of 
25.19 and the small body, а half-angle of 25.20. Fabrication limita- 
tions of the small model, rather than aerodynamic considerations, dic- - 
tated the external cowling design and required ап external lip angle of 

the cowling surface greater than the detachment angle for а Mach number 

of 1.94. The internal surface at the lip was chosen to be approximately 

parallel to tne flow after the conical shock. Furthermore, the cowlings 

were not sharp-edged but had flats perpendicular to the model axis of 

about O.Ol іпеһ &nd 0.001 incb, respectively, for the large and small 

models. The variation of area normal to the internal flow with axial 

distance for cowling-lip angle of 144,29 is shown in figure 5. The small 

model had а very slight amount of internal contraction just inside the 

cowling due to ап 0.003-inch error in boring out the cowling in the 

first 0.1 inch of the model. Тһе included conical angle of the internal 


cowling is 5.759 rearward of а= 0.5. Тһе central body has а 1.20 


included angle after the shoulder. The blockage of the support struts 
is only about T percent of the local cross-sectional area. 


The plug valve was oper&ted by a Lear model 440 actuator and the 
position of the valve was recorded electrically by means of a system 
employing an NACA control-position transmitter, model 46C (slide-wire 
resistance), linked to the valve rod. 


A nine-tube total-pressure rake with tubes alined in a vertical УШ 
plane and positioned radially ав shown in table ТТ was employed іп con- 
Junetion with a mercury-differential manometer to determine total- 
pressure profiles. The three equally spaced support struts were posi- . .. 
tioned such that the top strut was vertical. Hence, the upper. tubes of "ЭЭГ" 
the rake were іп а strut wake, while the lower tubes' were unobstructed. 

Two static orifices located at the rake station were independently con- 
nected to the manometer and also to bourdon pressure gages. Pressure in 
the settling chamber of the nozzle was measured by both bourdon and 
inductance gages while the pressure in the reference pressure tank of 
the induction gages was measured by а bourdon gage. 


Four 15-pound-per-square-inch NACA miniature electrical pressure 
gages were flush mounted with the diffuser wall at the axial stations 
shown in figure 2. These gages were referenced to an air bottle to 
allow operation at high pressures. A fifth inductance gage was mounted 
in the settling chamber to compensate for the time lag which might be 
induced by the long tubing from the settling chamber to the bourdon gage 
on the manometer board. Іп addition, a calibrated thermocouple was 
inserted into the settling chamber. 


A General Electric BH-6 пегсигу-агс lamp was used as the light 
source for instantaneous and high-speed motion-picture shadowgraphs. š 
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Motion pictures of the shadowgraph image appearing оп a ground-glass 
screen were taken with a Wollensak Optical Company Fastex camera running 
approximately 550 to 900 frames per second. Signals from the pressure 
gages were amplified by a Consolidated type 1-115 amplifier and then 
recorded on sensitized paper in a Consolidated type 5-114 recorder 
employing galvanometer elements. The frequency response. of this system 
was flat from 2 to 300 cycles per second. Іп order to correlate movie 
film with the pressure records, a timing light was attached to one edge 
of the shadowgraph glass screen and the circuit energizing this light 
connected in parallel with one of the recording galvanometers so that 
every time the light flashed, a "blip" appeared on the pressure record. 
In order to reduce the labor of correlation, an interrupter was placed 
in the light circuit to stop the flow of current for a noticeable period 
four or five times a second, and hence provide blank spaces on the film 
and pressure record which could be easily counted. 


The camera photographing the manometer board could be operated 
either manually or electronically. Іп the latter mode of operation a 
pressure pulse in the ram jet caused the camera solenoid to trip and 
concurrently put а marker on the pressure record. 


TEST PROCEDURE 


Tests of the various configurations were made in the following 
manner: After "no-flow" pressure and thermocouple zero traces had been 
recorded, the plug valve was retracted so that the mass flow through the 
model would be limited only by the supersonic diffuser configuration. 
Then, the tunnel was started and brought up to operating conditions. 
The valve was closed to a position below that which caused instability 
and a manometer picture and a short pressure record taken. After 
resetting the manometer camera, the Fastex camera and pressure recorder 
were then started and the velve closed as slowly as possible until buzz 
began. The valve was then varied further depending upon the type of 
run desired. <A no-flow pressure trace was made after each run when 
possible. 


Other runs were made to determine steady or, if buzzing, quasi- 
steady average values. Іп these cases the manometer and pressure records 
were taken at various fixed valve positions. 


The differential inductance gages and valve-position indicator were 
calibrated daily. Both the larger and small models were tested at length- 
diameter ratios of 14.91 and 29.82 for each of the cowling-position param- 
eters of 40,10, 4,29, and 48.19, Іп addition, the small model was run 
with no central body in order to get а steady-flow calibration for the 
effective sonic area of the valve at various positions down to mass flows 
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approaching zero. Such а series of runs was not made for the large 
model because of danger of choking the tunnel and in addition because 
it was felt that with a strong shock far ahead of the inlet that the 
model would not be free from wall effects. 


METHOD OF DATA REDUCTION AND COMPUTATION 


The nondimensional mass flow pu 


at any rake redius was com- 
оо шах 
puted (for steady flow or low amplitude buzzing) from the tank pressure 
and the local total pressure and static pressure-with the assumption that 
the static pressure was constant across the rake survey plane and stag- 
nation temperature was equal to that—in the tank. The local mass flows 
were then integrated to yield the mass flow in the cross-sectional area 
bounded by the outer rake tubes. An incremental correction was applied 
to this mass flow to account for the additional mass flow between the 
outer rake tube and the wall. In order to determine the constant to be 
used for adjusting mass flow for the large model, the integrated mass 
flow was averaged over several runs for configurations 4.026 - 29.82 - 
8,10 where a smooth symmetric velocity profile existed at the rake 
station, and where the mass flow was known since both shocks were swal- 
lowed. The average of the local mass flows at the-outer rake stations 
was also determined for these runs. The incremental constant for the 
large models was then determined as follows: 


for 100% capture area mass flow 
Average local mass flow at outer rake 


( Mass flow ) _ fAv. integrated 


Incremental const. 


The adjusting factor to be applied to each of the integrated-mass-flow 

curves for the large model was then equal to the product of the incre- 

mental constant times the local mass flow value at the outer rake loca- 
tions, that is: 


( Total Е ры оф ip an Outer r&ke mass 
mass flow mass flow const. flow for each run 


The product of the _nondimensional local mass flow times pressure 


РОРо 


Ро V max? o, 
constant obtained for the mass flow. Assuming the constant to be the 


same for both pressure recovery and mass flow introduces &n error of 
about 0.1 percent in pressure recovery. The weighted average pressure 


recovery | | was integrated similarly using the correction 
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recovery was determined as the quotient of the total area under the 


РОР, ру 
------------ curve divided by the total area under the ———— curve. 
р V р_ V 

Oo maxPo,, O,, max 


А similar constant was obtained for use in the small model compu- 
tations by using the average values obtained. from swallowed shock runs 
of configuration 1.278 - 29.82 - 48.19. 


The effective sonic area of the plug valve as it approached the 
fully closed position was computed for the small model from runs made 
with the central body removed, a configuration which did not buzz at any 
mass-flow value. А calibration curve of sonic area against valve posi- 
tion was thus obtained for low-mass flow. This curve in conjunction with 
the average value of pressure recovery was used to determine the mass flow 
for the larger amplitude buzz of the small model. The static-pressure— 
total-pressure method used for steady-flow small-amplitude buzzing become 
inaccurate in this region since standing waves in the manometer tubing 
(see ref. 11) gave erroneous pressure readings which, even if small, have 
а large effect when the difference between static amd total pressure 
becomes small also. This error in pressure would have only a small 
effect on mass flow computed on a sonic area and total-pressure basis. 


The data plotted in figures № to 12 were obtained in the manner 
described above. Ап examination of figure 4 shows the computed total 
mass-flow ratios for the high L/D models with swallowed shock to vary 
only +1.O percent from the lOO-percent capture mass-flow ratio. 


Typical steady-state mass-flow and Mach number profiles for the 
29.85 - 48,19 configurations are presented in figures 15 and 14, respec- 
tively. Since the Mach number is so small these curves are also close 
approximations to the velocity profile. Because both the normal and 
conical shock are inside the cowling, the mass flow is known and the por- 
tion of the curve between the outer rake and the wall was assumed to be 
approximately the cubic equation: 


Amy - Е) + 0 - E) + (2 - Е) 


The constants Со, Cz; and C, were determined to satisfy the boundary 


conditions of (1) а curve tangent at the outer rake position to the curve 
determined by the rake readings, (2) а prescribed mass flow, and (5) а 
curve which coincides with the outer rake points. Тһе form of the equa- 
tion inherently satisfies the zero velocity condition at the wall 
(assuming the density does not approach zero). The short-dash curves of 
figures 13 and 14 are drawn so thet the total mass flow at the 1.278 model 
would give a mass-flow ratio of 1.00; and the long-short-dash curve is 
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that one where the- integrated mass flow enclosed between the wall and 
the outer rake is equal to the "standard increment" applied in the 
general computations. The two curves coincide for the 4.026 model. 
The Mach number profile is then determined, since М(го) << 1, from 


| 1/2 
7-і 
M(r ) _ pu(r) deo 2 M (rg) 
М(го) РУ (үс) ip m 1 м2(ғ) 


2 


шо )) 7-3,2, |у ки (гу 
Р9(го) t o) p^ UP (ro) 


Ihe effective Mach number, defined &s that Mach number, which if invar- 
iant across the survey plane would give the measured values of mass 
flow, pressure, etc., of these runs were 0.209 and 0.219 for the 4.026 
and 1.278 models, respectively. Тһе average weighted pressure recov- 
eries were 0.659 and 0.601. нэ | 


Тһе trace of the valve-position indicator маз measured to ап асси- 
racy ОҒ 0.01 inch on the pressure record, which gave the indicated phys- 
ical position of the valve to 0.005 inch. Some play in the linkage 
mechanism and change іп the voltage applied to the slide-wire resistance 
reduced the accuracy of the position indicator for the large model. 
These factors were largely eliminated in the small model. There was 
also а lag of about 0.03 second in the response of the indicator во 
that for conditions of rapid throttling the valve readings were compen- 
sated for this time lag. The maximum valve speed obtained from the 
slope of valve position plotted against time was 0.55 inch per second. 


In order to determine the values of static pressures and valve 
position at incipient buzzing mass flow, the corresponding values were 
read from the pressure-time or valve-position—time trace. Values were 
taken when either the high-speed motion pictures or the pressure traces 
showed instability. It was necessary to employ the motion pictures in 
some cases where the turbulence and hash level in the gages, especially 
the two forward ones, was high. The probable cause of the high hash 
level in the first two gages was separation in the subsonic diffusers. 


Total amplitude measurements were taken by measuring peak-to-peak 
pressure fluctuations on the pressure-time curve. 
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The following are the estimated maximum probable errors arising 
when the flow is steady: 


Mass-flow ratio: 
For high length-diameter ratios . . e . = e e > è e > . e £2 percent 
For low length-diameter ratios . . ə .. è> = è e > e « +5 percent 


Valve position: 
For large model i 4 € w 4 x “ғ” ока ОО inch 
For small model s . x x < «© » a e 6.64... е e ж в 30.005 inch 


Pressure recovery . . > . «© © <s s s s a = © „ o o a © o o tl.O percent 
Static DPEPSBSBUYO ¿ 4 e 24204 w ла w жое ж-е ва < Фо percent 


Mach number in ram jet . . . . . > « = = = e e e оо о . = ЧО. 002 


RESULTS AND DISCUSSION 


General Results 


Figures № to 12 show the performance curve of the inlets in terms 
of pressure recovery and mass flow. Experimental points having unsteady 
flow are denoted by flagged symbols. The ram jets with the higher value 
of length-diameter ratio were employed to give more accurate values of 
mass flow and pressure recovery for comparison purposes since in the 
larger models the velocity profile has become а smooth nearly symmetri- 
cal curve showing negligible effects of the center body wake and sngle 
of attack by the time the rake station has been reached. Each of the 
high-length-diameter-ratio configurations is compared separately with 
its two counterparts, namely: the same length-diameter-ratio model of 
different diameter and the shorter version of the same diameter. It 
1s obvious from inspection that the accuracy is lower in the lower 
L/D models, but the curves for the high and low L/D models of the 
ваше diameter and cowling-position angle may be considered the same 
within the order of the expected experimental scatter. 


Table III is а compilation of the values of mass-flow ratio, ргев- 
sure recovery, valve position, and ratio of static pressure to tank 
pressure at the start af buzz. The incipient mass flow, with one excep- 
tion where the interval between the highest measured unsteady flow and 
lowest measured steady flow was large, was assumed equal to the largest 
value of mass flow at which unsteady flow was first recorded. This 
exception arose іп the case of 1.278 - 14.91 - 48.1° configuration where 
the unsteady flow was noted up to a mass-flow ratio of about 0.89 and 
the lowest measured steady flow was at a ratio of 0.915. The critical 
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mass flow of 0.91 was determined by extrapolating a curve ОҒ pressure 
pulsation amplitude versus mass flow to zero amplitude. 


The--incipient pressure recovery was obtained from the faired curve 
of pressure-recovery mass flow at the incipient mass-flow value. The . 
static-pressure—tank-pressure ratios and the valve positions, deter- 
mined from the time-history records, are the average values of several 
runs. i 


Shadowgraphs of the critical flow shock pattern for the various 
model configurations are given in figure 15. These pictures, with the 
exception of figure 15(g) for a negative angle of attack, are of the 
high length-diameter configurations at a positive angle of attack 
of 1/2°. The shadowgraphs ofthe models are adjusted to have approxi- 
mately the same dimensions to facilitate comparison. The cowling lip 
was referenced by two pieces of opaque tape affixed to the tunnel glass 
at the top and bottom of the test section, but because of the enlarging 
procedure just mentioned the tape will show only in the large-diameter- 
model pictures. 1 мэ 


Тре external shock pattern Рог the configurations with cowling- 
position angles ОҒ 44.2° апа 48,19 appear unaffected by the slight angle 
of attack. For the 14,29 configuration three-dimensional effects аге 
responsible for the apparent presence of the normal shock ahead of the 
cowling when in reality it is just at the lip, a fact which may be 
verified by the opaque tape reference marks. 


A difference in the flow configuration due to 1/2° angle of attack 
is noticeable for a cowling position angle of 40.19. The normal shock 
on the leeward side of the cross flow induced by the angle of attack is 
advanced ahead of the cowling lip more than the shock on the windward 
side; and, in addition, the leeward shock may terminate in a lambda 
shock near the cone. Proof that this phenomenon arises from the slight 
angle of attack is found in the shedowgraphs of the critical mass flow 
of the same supersonic diffuser. configuration for an angle of attack 
of +1/2° (fig. 15(f)) апа -1/29 (fig. 15(g)) which show the shock 
pattern to change with angle of attack. Тһе cross flow of the boundary 
layer causes a boundary layer build-up on the leeward side which results 
in the asymmetric shock pattern. 


Curves of Mach number at the center line of the rake plotted against 
steady-flow pressure recovery for configurations 4.026 and 1.278 - 
29.82 - 48,19 are shown in figure 16. These curves are typical of the 
440 and 40° configurations also. Values were not plotted for unsteady 
flow since such a procedure would make the plot multiple valued in pres- 
sure recovery. p ij 55 | di : 
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Scale Effects 


A dimensional analysis of the problem of testing buzzing models for 
correlation purposes yields the following results. The variables in the 
problem are: (1) pressure (p) or pressure perturbation (Ар); (2) stream 
velocity (V); (5) density (р); (4) length (L) or diameter (D); (5) vis- 
cosity (u); (6) sonie velocity (a); (7) periodic time (т); (8) turbulent 
velocity (w) and/or perturbation velocity (а). Тиеп, the related nondi- 
mensional parameters in the mass-length-time system are: (1) Mach num- 
prs (5) wave length of model = (%) pres- 


ber 3, (2) Reynolds number 
a. 


sure coefficient 


-B. or £P ‚ (5) turbulence or perturbation ratios ы 
ру” руг ү 
ог T Thus, if models of different scale (L) are to be tested without 


maintaining constant Reynolds number, the effect of varying Reynolds 
number must be ascertained. 


The importance of boundary-layer growth amd separation to the sta- 
bility of inlets im &bsence of combustion will be discussed іп а later 
section of this report. If these viscous effecis &re to be & major 
factor in determining the stability of inlets, Reynolds number effects 
would then also be expected to be а major consideration. 


Steady flow.- From the results presented the performance of the 
models to the start of buzz may be discussed. Figures 5, 6, 8, 9, 11, 
and 12, in which pressure recovery plotted against mass-flow ratio of 
model pairs having the same diameter and cowling angle are compared, 
show the performance of such pairs to be nearly the same within experi- 
mental scatter. There does appear to be a tendency for the lower 
L/D models to have up to 1 percent higher pressure recovery during 
buzzing, but this might be attributed to the different frequencies of 
the standing waves in the manometer tubing. Although the mass-flow 
measurements have a larger range of error in the low L/D models, the 
induction-gage pressures and valve-position indicator аге not so 
affected. Hence, a good check of the conditions at start of buzz for 
the same diameter and cowling-position angle models is found in table III 
where the maximum variation of average valve position at start of buzz is 
found to be 0.005 inch and 0.01 inch for the 1.278- and 4.026-inch models, 
respectively, and of average static-to-tank pressure ratio at corre- 
sponding stations to be about 0.5 percent. An analysis of the high- 
speed motion pictures also revealed the shock patterns to be the same 
at the start of buzz independent of L/D ratio for the same diameter 
and cowling-lip angie. 


A comparison of the performance of similar configurations having 
different diameters shows only a slight scale effect. "The pressure 
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recovery mass-flow curves of the 44.2° апа 48,19 diffusers (figs. 4 

and 7) are nearly identical for the two diameters. Instability appears 
ata slightly higher mass-flow ratio in the larger model of 48.1° lip 
angle than in the corresponding smali model, but the 2-percent vari- 
ation has little significance. The shadowgraphs of the flow patterns 

at the incipient point for the above configurations (figs. 15(a) to 
15(d)) show no important differences in the flow for the different sized 
models. 


It is to be noted that in the 30.19 inlets where, although the 
critical mass flows sre nearly the same, the реак pressure recovery, 
critical pressure recovery, and static-to-tank pressure ratio are higher 
in the small diameter model in spite of the lower Reynolds number of 
these models. See figure 10 and table III. 


It was also found that the over-all incipient valves did not change 
when the angle of attack was reduced to 09 or made negative by 1/2° for 
the configurations 1.278 - 40.1° although the local conditions alter- 
nated with the shock pattern. Shadowgraphs in figures 15(e) and 15(f) 
at a positive angle of attack are nearly identical for the different 
sized models. Figure 15(g) at an angle of attack -1/2° is not а mirror 
image of figure 15(f), although the tendency of the leeward shock to 
advance and bifurcate is quite evident. For а configuration such ав 
this, which is extremely sensitive to changes in angle of attack, such 
а variation could be attributed either to a failure to exactly match 
the positive angle with its negative counterpart or to a slight eccen- 
tricity of the central body which would alter the effective angle of 
attack of the cone. 


The Reynolds number effects on the profiles of the long L/D models 
are evident in figure 16 which are typical of the curves for all the 
cowling-position angles. Although both models have profiles of turbulent 
pipe flow the greater relative viscous forces in the low Reynolds number 
tests result in a larger region of retarded flow contrasted to the much 
more fully developed flow of the high Reynolds number model (fig. 13). 


The velocity and.mass-flow profiles of the low L/D models showed 
the influence of the 1/29 angle of attack in varying amounts in a 
majority of the runs. The pressure recovery and velocity were higher 
in that section of the survey plane behind the leeward cone surface for 
both large and small models. Two profiles for positive and negative 
angles of attack of configuration 1.278 - 14.91 - 80.19 showing the 
manner in which the asymmetry alternated with angle of attack are pre- 
sented in figure 17. Oswatitsch (ref. 1) discovered the same phenomenon 
in certain of his tests at slightly larger angles of attack. Since the 
boundary layer tends to accumulate on the leeward side of the central 
pody one might expect the poorer performance to occur in this region. 
For configurations 14.91 - 40.19 the shadowgraphs show external separation 
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on the leeward side as the incipient mass flow is approached. There 
are several possible explantions for the measured distribution of 
total pressure. First, the lambda shock on the leeward side might 
increase the total pressure recovery of the fluid flowing through the 
upper bifurcations sufficiently to offset the adverse effect of the 
separation at the cone surface. Secondly, the flow on the inner sur- 
face of the windward cowling might separate to a greater degree than 
that on the leeward side of the central body. Finally, there is the 
possibility of а more violent separation occurring in the subsonic dif- 
fuser, either off the central body or cowling surface of the opposite 
side. Іп other words, the early flow separation оп one side of the 
center body may prevent a more violent separation of the flow on the 
same side later in the subsonic diffuser. 


The apparent lack of а strong Reynolds number effect im determining 
the stability of the 10.19 and 58.19 configurations (where the conical 
shock did not intersect the cowling lip) was not expected. Prior to 
conducting the tests it was thought that the Reynolds number effect 
would be small for those inlets which had the conical shock at the lip 
since the vortex sheet position would govern stability. For those 
inlets in which the central-body boundary layer was an important part 
of the governing mechanism for stability, the Reynolds number was 
thought to be a very important parameter. This negligible effect of 
Reynolds number should not be assumed to apply to inlets in general, but 
rather to represent the effect only on the particular configurations 
investigated. It does, however, show that there is the possibility of 
testing cold-flow scaled models for approximate prediction of stability 
limits. š 


Unsteady flow.- The behavior of the comparative models during 
buzzing was also very similer. This similarity extended not only to the 
unsteady-flow cycles which were made up of multiple waves but also to 
the cycles dependent on random pulses. Typical examples of the first 
case are shown in figure 18 where the pressure-time curves of configu- 
ration 1.278 - 14.91 - 11,29 at а mass flow ratio of 0.69 is compared 
to the curves of configuration 4.026 - 14.91 - hh.29 at а mass flow of 
0.66. Іп spite of the 3-percent variation in mass flow it is obvious 
that the wave forms ere quite similar if the time scale is modified by 
а factor equal to the length ratio. The 1.278 model pressure records 
were taken &t & higher film speed to facilitate comparison. The vertical 
lines on the record indicate time intervals of 0.01 second. 


Figure 19 shows the pressure-time curves of configurations 14.91 - 
10.19 near the start of buzz where there is no regular cycle buzzing, 
instead the unsteady flow is characterized by spasmodic pulses sepa- 
rated by time intervals of various lengths. These latter curves show 
the unsteady behavior to be similar, even where irregular. 
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The unsteady flow of configuration 1.278 - 14.91 - 40.1° was : 
unstable &t а, mass-flow r&tio of 0.72 &nd, ав is shown in figure 20, 
changed from a relatively low frequency of 120 to 160 cycles per second, 
which was often found in most of.the 1.278 - 14.91 configurations, to < 
much higher frequencies, usually approximately 800, 900, ог 1,800 cycles 
per second. The whole shock pattern oscillated at this frequency. With 
no change-in valve position this high-frequency pattern. would in time 
break down and revert back to the low frequency, etc. This conversion 
to high frequency is shown in figure 20. In figure 20(b) (каде 1 is 
inoperative) there is no valve motion and. the high frequency of— 
900. cycles per second is superimposed on the l60-ecycle-per-second buzz. 
In figure 20(a) the valve is slowly closing to the position of fig- 
ure 20(b), and in this case the high-frequency breakdown results in а 
1400-cycle-per-sécond buzz with the elimination of most of the low- 
frequency pulses. An examination of other records and motion pictures 
at slightly higher mass flows showed a possibility that the frequency of 
oscillation of the bifurcated part of the shock to be about 900 cycles m 
per second when the upper part of the shock was responding to the low 
frequency. | Б 


Figures 19 amd 20 also prove the fact that the buzzing cycles are 
not necessarily repeatable, but that single pulses may occur or the 
cycle change. drastically with no change in ram-jet geometry. Averaged 
results for the high and low frequency, obtained with no valve motion, 
similar to that in figure 20 showed a variation of less than 1/2 per- 
cent in pressure recovery and mass flow which is less than the scatter 
of the tests. 


The flow of the longer 1.278 - 0.19 model did not break down com- 
pletely into a high-frequency oscillation for periods longer than 
0.02 second, but- the pressure records did show evidence of such high ` 
frequency Which was usually definitely subordinate to the low frequency. 
Previous unpublished data of tests at the Langley Aeronautical Laboratory 
have, however, shown the high-frequency oscillation to be present in high 
L/D models. Safety considerations, plus the doubt that large amplitude 
oscillations would be free from influence of the test-section boundaries, 
prevented all but а few runs ОҒ large pulsation amplitude for configu- 
ration h.026.- 40.19. No runs for the 14.91 L/D model were made ata 
low enough mass-flow ratio for the high frequency to appear predominant, 
though the oscillation frequency of the lambda shock was determined to be 
about 350 cycles per second compared ta the 900 cycles per second of the 
model smaller by a factor of 1/5. А few runs were made at low mass flows 
for 4.026 - 29.82 - 40.1° and these also had high-frequency components 
subordinate to the low frequency. 


Figure 21 is а portion of an 850-frame-per-second shadowgraph motion- 
picture film taken concurrently with the pressure record shown in fig- 
ure 19(b) of а single spasmodic pulse of configuration 1.278 - 14.91 - - 
0.19, The shadowgraph frames &re numbered to correspond to the numbers 


on the pressure record. тэн, 2 
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From these shadowgraphs it is evident that an appreciable part of 
the total shock motion, as well as almost all of the lambda shock motion, 
occurs between frames 9 and 10. This is in agreement with the pressure 
record of the gage at x/L = 0.275 which shows, more sharply than the 
other gages, the break in pressure which for this particuler gage occurs 
concurrently with shadowgraph frame number 10. The time lag, or time 
for a wave to travel from the cowling lip to x/L = 0.275, is about 
one-half the time between frames. Thus, in this case, where it should 
be emphasized there was no valve movement whatsoever, it is evident that 
the over-all ram-jet geometry can have no effect. on the initial shock 
motion. This is substantiated by the fact that the initial shock motion, 
which is an appreciable part of the over-all motion, has been completed 
before any waves which it generates at the inlet have had time to even 
travel 4 diameters downstream, let alone have had time to reflect from 
any significant geometrical or aerodynamic changes and return to the 
cowling to influence further motion. The reflection from the valve of 
the start of the initial expansion reaches the inlet at frame 12, but 
the shock does not start to retreat until frame 19 although expansion 
waves reflected from the nozzle are continuously hitting the shock 
during the interval between frames 12 to 19. The fact that the shock 
does not start to move rearward when the reflected expansion from the 
exit nozzle strikes it from behind indicates that there must be a flow 
phenomenon at ог near the cowling which generates compressions to cancel 
the effect of the expansion. The above shock motion is not peculiar to 
this particular configuration but has been observed to occur in other 
tests. Although many of these tests may have a gradual throttling 
process, it is found that the shock is still out of equilibrium with 
the rearward part of the ram jet (that is, it moves faster than the low 
throttling rate would require). 


Note also that the normal shock is slightly further advanced than 
the position of figure 15(Ғ) at the incipient mass flow. Thus for a 
short period of time the shock has an equilibrium position at а mass 
flow below the value for start of buzz. 


The model pairs having the same diameter, supersonic diffuser, and 
subsonic diffuser configuration have approximately, within the expected 
maximum error, the same pressure recovery mass-flow curves (figs. 5, 

6, 8, 9, 11, and 12). Та the unsteady flow range there does appear а 
slight tendency for slightly higher pressure recoveries for the shorter 
L/D models. Мом only the combustion-chamber volume varies in these 
comparable pairs. Since the combustion-chamber volume changes by а 
factor of about three between the 29.82 amd 14.91 L/D models, according 
to the resonator theory of reference 7 the slope of the pressure recovery 
against mass flow curve аб the start of buzz for these configurations 
with continuous slopes should also vary so that the slope of the 14.91 
1/0 model should be three times the slope of the 29.82 L/D model since 
the absolute values of pressure recovery and mass flow at start of buzz 
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are the same (table ІІІ). However, the experimental curves for the 
40.1° and 48,19 configurations having continuous slopes show that the 
low L/D models generally have a smaller, not larger, slope. 


Discussion of Stability Criteria 


Since various contrasting theories (refs. 5 to 7) have been expounded. 
regarding the start of instability of supersonic diffusers, there is a 
definite need for clarification of the subject. It will be advantageous 
to consider first the basic aerodynamic phenomena involved in the initi- 
ation and continuation of the buzz cycle. 


Quasi-one-dimensional theory for originating mechanism.- The theory 
of reference describes the buzzing cycle once it has been initiated, 
assuming the initiating mechanism to be some form of separation near the 
inlet. It was found that an unsteady-flow theory based on a quasi-one- 
dimensional analysis gave very close correlation to the experimental 
pressure-time records in the ram-jet model. The shortest model studied, 
with an L/D of about 16, was rather long for a ram jet; however, since 
the gage nearest the cowling, located about 5 diameters downstream from 
the cowling, showed excellent agreement with the plane wave theory, it 
may be assumed that- plane wave theory holds for ram jets having L/D 
greater than 5 and probably even to lower values. 


On а quasi-plane wave basis the buzzing cycle may be analyzed in 
the following manner: Іп the start of buzzing the normal shock moves 
outward away from the cowling and this shock motion requires compression 
waves striking the. downstream side-of the shock. Since the pressure- 
time curves of reference 6 and figure 19 show that in the absence of 
rapid throttling there are no compression waves moving upstream inside 
the гаш jet at any appreciable distance from the inlet, then the required 
compression waves must be generated аі or near the cowling entrance. 
Equation (2) of reference 6 shows that either a flow area decreasing with 
time ог a flow entropy increasing with time is needed to generate up- _ 
stream moving compression waves (that is, an increase of the parameter Q 
in eq. (2) of ref. 6). A separation, or even an unseparated boundary 
layer growing with time, satisfies both these requirements since the rate 
of displacement thickness growth produces a decreasing effective flow 
area. while concurrently the entropy is increasing due to boundary-layer 
losses. i | i | х | 


The entering ОҒ the vortex sheet from the conical-normsl-shock 
intersection into the cowling will also result in both а reduced flow 
area for the flow inside the vortex sheet and, after mixing, an increased 
entropy. Moreover, the entrance of the vortex sheet must be violent and 
abrupt since the vortex sheet itself cannot stagnate on either the outer 
or inner surface of the cowling due to the total pressure difference 
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existing across it. Thus, the entrance of the vortex sheet or the 
growing of the boundary layer (separation) have much the same effect as 
closing a throttling valve located near the inlet. 


Thus, the mechanism of buzz initiation may be described as follows: 
The entrance of the vortex sheet, increasing separation, or boundary- 
layer growth (behind the shock), either on the central body ог on the 
inner surface of the cowling, generates a compression wave which forces 
the normal shock outward. This initial growth may be very smail and may 
‘result from the random fluctuations present in the flow. Such а case 
was illustrated in figure 19 for no valve motion. When buzzing arises 
during throttling, the compression waves generated by the throttling 
process force the shock to a position where either a random pulse at the 
inlet or the next small wave from the exit throttle may perturb the shock. 
In cases Where the entrance of the vortex sheet into the cowling causes 
the initiation of buzz, the pulse generated by the abrupt motion of the 
vortex may also Бе augmented by separation on the cowling surface so that 
the compression wave generated is stronger and consequently the shock is 
generally forced out abruptly. Reference 5 explains the case in which 
the vortex sheet enters the cowling without causing separation as 
resulting from the mixing of the low and high energy air on each side 
of the vortex sheet before attempting subsonic diffusion. In addition, 
the pulse created by the vortex motion would be weakened for the inlets 
having sharper leading edges and thinner cowling thicknesses. These 
possibilities could explain the observed entrance of the vortex sheet 
into the cowling without causing buzz. Та cases where separation on the 
central body initiates the buzz there is usually no such rapid growth of 
the separated region, instead a small growth of separation generates а 
compression wave Which forces the shock out slightly. However, in this 
new forward position to which the shock has been forced, new flow condi- 
tions exist behind it which include а more adverse pressure gradient 
between the shock and the cowling entrance. Consequently, additional 
separation may occur with consequent production of more compression waves 
to force the shock out farther, etc. This outward motion of the shock 
will continue until either (a) an equilibrium condition is reached in 
the region of flow between the shock and separation region, or (b) an 
expansion wave can strike the shock from behind to lower its back ргев- 
sure so that it will retreat toward the cowling (see ref. 6). 


It is to be noted that it is not necessary to "choke" the entering 
flow in the sense that sonic velocity must be obtained near the cowling 
entrance to start buzzing. The rate of effective flow area decrease and 
entropy increase are the important parameters, though it must also be 
emphasized that these factors will generate stronger waves when the Mach 
number is near unity. 


Wave cycle.- Now that the basic phenomena involved in the initiation 
of buzzing have been described, the mechanism by which it is perpetuated 
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will be reviewed (see ref. 6): Тһе outward motion of the shock and the 
increasing boundary-layer displacement thickness reduce the mass flow 
through the-diffuser. This reduced mass flow results in an expansion 
wave which moves down the subsonic diffuser and combustion chamber and 
lowers the pressure, density, and velocity. At the sonic exit nozzle, 
this downstream expansion is reflected as another expansion wave which 
moves upstream until it meets the shock. Whereupon the shock moves 
rearward and passes through the position it had at the start of buzz. 
The separation which originally caused the buzz is not as large at this 
time because the upstream expansion wave creates a favorable pressure 
gradient and tbe retreating shock results in reduced losses. In other 
words, as the shock passes the position from which buzz started the flow 
conditions are not the same. A change in flow pattern at the same shock 
position is shown in the instantaneous shadowgraphs, figure 22. Since 
the lambda pattern is known to exist in the outward motion, the other 
flow configuration probably occurs during the retreating shock motion. 
This would also be in accord with the effect of favorable pressure gra- 
dient just mentioned. The rearward shock motion generates a downstream 
compression wave, which in turn reflects as another compression wave 
moving upstream until it also strikes the shock. 


In certain cases, since the strength of the waves reflected at the 
nozzle depends on the relative constriction of the nozzle area to com- 
bustion chamber area, this reflected compression is strong enough to 
return the shock to the position at which buzzing began, and consequently 
another cycle sterts immediately. The frequency is then nearly identical 
to that of an organ pipe closed at one end with a length equal to the ram 
jet. басс E Аб, | = TRIS 


In other cases the first reflection is weaker so that the shock is 
not moved far enough forward to reach the buzzing position. However, 
since the compression wave-shock wave interaction results in the gener- 
ation of a downstream compression which is in turn reflected at the 
nozzle as ап upstream compression wave; this latter wave may move the 
shock out far enough for the next cycle to commence. If not, further 
compressions are generated and reflect until the shock is finally forced 
upstream to the point where it initially started to buzz. Reference 6 
proves this behavior by extremely close correlation between theory and 
experiment. 220 = l 


There are also cases where a reflected compression wave in itself 
is sufficient to push the shock shead of its initial position, in which 
case the shock will move farther out in the next cycle than it did in 
the previous one. Іп this manner the amplitude of the oscillation may 
increase from its original one without further throttling. 


Ті cases of a very high frequency buzz (such as shown in fig. 20) 
which generally occurs at the lower mass flows of-certein inlets there 
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is insufficient time for any wave whatsoever to traverse the ram jet in 
the period of one cycle. Consequently the "source" of the buzz must be 
the flow in the immediate vicinity of the inlet, although the alteration 
or amplification of these pulses may depend on the over-all ram-jet flow. 
In other words, the shock and boundary-layer oscillations ahead of the 
ram-jet ducting may be compared to a turning fork at the mouth of an air 
column. For example, the oscillation frequency of the foot of the shock 
of configuration 1.278 - 14.91 - 40.1° appeared to be about 900 cycles 
per second while the remainder of the shock pattern oscillated at a much 
lower frequency. Since the fifth harmonic (second and fourth do not 
exist) of the ram-jet ducting acting as an orgen pipe closed at one end 
is about 870 cycles per second it is not at all surprising to find high- 
frequency buzzing in the range of 800 to 900 cycles per second as 
described previously. A possible explanation for the mechanism of the 
"source" of the buzzing is the fact that the "normal" shock, which is 

іп motion due to separation in its rear, will move far enough forward 

зо that the cone boundary layer existing at its foot becomes small enough 
and possesses enough momentum to be &ble to withstand the pressure r&tio 
of the shock without separating, or at least without separating as much. 
Now since it is the rate of increase in separation, boundary layer, or 
entropy which causes the upstream moving compression waves which keep 
the shock in motion; when this rate falls off, resultant expansion waves 
will travel upstream to start the shock moving rearwerd again. As the 
shock moves rearward the boundary layer becomes more susceptible to 
separation and а point is reached where the rate of change of the afore- 
mentioned variables become positive and the next cycle commences. 


Proposed theory for stability criteria of supersonic inlet in cold 


flow.- It has been shown for axisymmetric conical center body supersonic 
inlets without heat addition that the pressure disturbances (in the 
absence of rapid throttling) originate at or near the cowling entrance. 
Furthermore, the sound Wave traveling downstream and carrying the "news" 
of the initiation of buzz reaches the combustion chamber only after: the 
second shock has completed a substantial part of its outward motion. 
Consequently, in these cases it is impossible for the mechanism which 
determines the stability to be located in the combustion chamber (in cold 
flow); instead one is forced to look for the answer in the forward part 

of the ram jet at the supersonic diffuser and that part of the subsonic 
diffuser just behind it near the cowling entrance. It must also be noted 
that although the flow inside the ram jet may be very closely approximated 
by quasi-one-dimensional steady or unsteady flow, as in reference 6, the 
flow external to and ahead of the cowling cannot be so treated. Тһе pres- 
sure pulses emerging from the cowling spread out into the whole region 

of flow behind the normal shock and are not "bound" by the streamline 
entering the cowling. 


With these points in mind, а possible explanation of the phenomenon 
may be examined qualitatively by considering the external flow ahead of 
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the cowling. Ап insight into the over-all reaction can be obtained by 
assuming quasi-one-dimensional flow although it must be remembered the 
flow ahead’ ОҒ the cowling is three-dimensional. Іп the one-dimensional- 
flow model, the stream tube entering the cowling is considered ав а 
"channel" with flexible walls which expand at а rate sufficient to` 
account for the spillage of mass flow around the cowling in the actual 
flow. Furthermore, апу changes from the unperturbed state of entropy 
ahead of the cowling are assumed to occur not at the shock system but st 
the cowling. Іп other words, а distortion is introduced by considering 
that all of the generated waves are created at the cowling instead of 

in the whole region between the shock and cowling. The phenomena of 
increasing separation or boundary-layer thickness which generate upstream 
moving compression waves and create conditions of reduced mass flow and 
higher stagnation pressure immediately behind them have been discussed. 
Now with the concept of a perturbation (that is, vortex entrance, 
increased boundary layer, separation) which decreases the effective flow 
area, and increases the entropy at the cowling entrance so that an upstream 
compression wave is generated at the inlet, the conditions for stability 
may be determined: 


(a) Stable condition: If, as the shock is forced outward with 
decreasing mass flow, the expansion waves generated by the flexible 
walls (spreading out to accommodate the three-dimensional spillage) are 
of greater strength than the net sum of the initial compression wave and 
any additional weves generated st the.cowling due to flow changes arising 
from the perturbed shock, then the shock will halt its outward motion апа 
retreat toward the cowling. It should be noted that both а decrease in 
entropy rise through the shock system &s well ав а decrease in separation 
or boundary-layer thickness in the flow just after the shock (both condi- 
tions are associated with ап increase in the conventional total pressure 
recovery) will result in the generation of expansion waves to aid those 
arising from the flexible wall in forcing the shock to retreat. 


(b) Unstable condition: If, ав the shock is forced outward with 
decreasing mass flow the expansion waves generated by the flexible walls 
are of less strength than the net sum of the initial compression wave 
and any additional waves generated аб the cowling, then the shock will 
not immediately halt its outward motion. Instead it will move ahead of 
the cowling until.it reaches ап equilibrium with the flow in the cowling 
(that is, the conditions behind the last wave originating at the cowling 
are matched by а particular shock position) or until the net expansion 
wave (that-is, the cumulative wave) generated on the downstream side of 
the. separation "throttle" has an opportunity to reflect from the exit 
nozzle and return to the inlet. Both type of shock motion are demon- 
strated for the same diffuser configuration with different combustion 
chamber lengths in figures 9, 10, 15, and 16 of reference 6. Again it 
should be noted that an increase in entropy rise through the shock system 
and an increase in separation or boundary-layer height (corresponding to 
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а decrease in the conventional total pressure recovery) will result in 
the generation of additional compression waves to help keep the shock 
in outward motion. | 


With these arguments іп mind it is evident the stability of а super- 
sonic inlet is determined by the relation between the transient flow con- 
ditions behind the normal shock and the instantaneous flow existing in 
the cowling inlet of a conical diffuser. The fact that buzzing has been 
found experimentally to arise concurrently with а positive slope of the 
mean (time averaged) pressure recovery versus mass-flow curve (ref. 7) 
does not conflict with the above analysis. Moreover, since the insta- 
bility criteria proposed previously in this section show that an instan- 
taneous decrease in pressure recovery with mass flow at the inlet will 
generate destabilizing compression waves it would be surprising if the 
instantaneous values integrated over a buzzing cycle and then averaged 
did not yield values lower than the steady-flow value at the last stable 
position. 


А similar stability criterion based on separation or boundary-layer 
growth could be applied to scoop inlets. Instead of the dependence of 
stability on the boundary-layer effects on the central body and cowling 
in the case of symmetric conical inlets, the dependence would be based 
on the boundary layer on the compression surface and the opposite well. 


The buzzing of convergent-divergent perforated inlets (ref. 3) 
might also be explained on a similar, but less complicated, basis. 
Owing to lack of pressure-distance-time data it is impossible to defi- 
nitely state the disturbance origin, but the following probable solution 
is presented. In contrast to the conical inlets where separation on the 
central body or inner cowling surfaces was the triggering mechanism, for 
convergent-divergent perforated inlets the probable mechanism is the 
thickening of the boundary layer on the outside of the cowling- 


When a shock is located in the converging section of the inlet the 
mass flow passing through the shock is equal to that passing through the 
rearward perforations and through the throat. Now along the outer sur- 
Расе of the cowling the boundary layer thickens abruptly at the position 
of the internal shock because of the shock pressure differential which is 
transmitted through the perforations and also because of the increased 
mass-flow spillage through the perforations behind the shock (see fig. 19 
of ref. 5). This thickening of the boundary layer causes an oblique com- 
pression wave to propogate into the free stream so that the pressure in 
this region is above free-stream static. 


Now if a momentary thickening perturbation of this external bound- 
ary layer occurs, then the effective "ramp angle" of the layer will 
increase and the oblique compression wave increases in strength, the 
pressure increases, and the increasing pressure on the outer side of 
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the perforations decreases the mass flow through them. The effect of 
pressure on the mass flow may be verified by the appendix of reference $. 


The reduced mass-flow spillage means that there must be an increase 
іп the mass flow through the throat, but- this is impossible without 
shock motion since the throat is choked at the original shock conditions. 
The shock must then move forward seeking to find another equilibrium con- 
dition matching the flow through the perturbed shock with the perturbed 
flow through the throat and perturbed spillage. Ав the shock moves 
upstream (usually) into regions of higher Mach number the losses across 
the shock will increase so the stability will depend upon whether the 
spillage flow can be increased enough to pass the added required mass 
flow. The external pressure is also increasing as the shock moves up 
because of increased shock strength and more spillage to produce a " 
larger boundary layer with resultant stronger oblique compression waves. 


In this case the stability of the inlet would then hinge on the 
perturbed relationship of mass flow through the throat and perforations 
and still. be divorced from steady-state combustion-chamber pressures. 
The remainder of the buzzing cycle would follow and depend оп reflec- . 
tions from the exit nozzle. 77 


Discussion of Ferri-Nucci vortex-sheet theory.- The stability theory 
(ref. 5) based on & vortex sheet impinging on the cowling lip was found 
to be valid for the 34,29 configurations. Since the-conical shock inter- 
sected the cowling lip, the vortex sheet struck the lip ав soon as the 
normal shock emerged from the cowling and prevented any steady mass-flow 
reduction below the maximum attainable for this configuration. However, 
for cowling angles of 50.19 and 58.19 there was no vortex sheet 
approaching the cowling at the onset of buzzing and hence this criterion 
was not applicable in these cases. The instability of these two models 
arose from separation on the centr&l body &t the foot of the shock. 

Since the cone surface Mach number was high (approximately 1.4), the 
pressure rise across the "normal" shock should be appreciable and sepa- 
ration should be expected. Thus, the vortex-sheet criterion appears to 
be inapplicable for-inlets with high Mach numbers on the cone surface 
unless the vortex sheet at critical mass flow is quite near the cowling 
Lipa ы 4 NH 


Other investigatora have arrived at similar conclusions. The vortex 
criteria may also become fallible for inlets having very low rates of ` 
subsonic diffusion after the cowling lip. | | 2 


Discussion of Sterbentz-Evvard resonator theory.- The theory of ref- 
erence T is based on an analysis of the oscillation in the ram jet which 
considers а resonator model similar to that which might be obtained from 
& System composed of & mass with & weightless spring &t each end. The 
"mass" is & "slug" of-air in which compressibility is neglected and which 
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is located in the diffusing region of the ram jet. This slug is assumed 
to oscillate as a unit parallel to the axis of the ram jet so that а 
region of "virtual separation" arises between the lateral boundaries of 
this slug and the diverging surfaces of the diffuser. 


One of the "weightless springs" is the remainder of the air in the 
ram jet (mainly the air in the combustion chamber) where compressibility 
effects give rise to pressure changes to provide a force-displacement 
relationship. ‘The pressure changes are assumed to result from the vari- 
ation in the amount of air present in the combustion chamber as the flow 
of air entering from the diffuser and that leaving the choked-exit nozzle 
vary with time. The inertia of the air in the combustion chamber is 
neglected. The assumption is also made that the pressure in the com- 
bustion chamber may be considered constant throughout at any instant. 


The other weightiess spring is the external shock pattern which 
gives rise to pressure changes exerting a force on the upstream end of 
the slug. This spring has a spring constant that may be either positive 
or negative. It is assumed that total pressure, in lieu of static pres- 
sure, at the inlet produces accelerating forces. Furthermore, the vari- 
ation of this tot&l pressure from a mean value is assumed to be given by 
the product of the variation of the subsonic diffuser exit-mass flow from 
а mean value and of the mean slope of the curve for subsonic-diffuser- 
exit total pressure against diffuser-exit mass flow. Іп other words, it 
is assumed that the dynamic performance of the supersonic diffuser is 
equivalent to the mean (that is, quasi static) performance of the super- 
sonic and subsonic diffuser combination. 


The assumptions of constant density throughout the slug and con- 
stant pressure at any instant in the combustion chamber is equivalent to 
assuming that the wave length of the highest frequency component of the 
oscillation is much larger than the length of the ram jet. If the high- 
Prequency components are to be ignored and only fundamental vibrations 
considered then the ram jet must have a length negligible compared to 
the fundamental wave length. 


Since reference 6 has proven that quasi plane waves govern the 
buzzing cycle, it will be advantageous to attempt а correlation between 
these waves and the resonator model. The downstream spring is an approxi- 
mation for the effect of the moving plane waves including those reflected 
from the choked exit nozzle. The upstream spring then should be chosen 
as an approximation for the effect at the cowling of the waves traveling 
upstream as well as reflecting from the shock system and boundary layer 
at the cowling. However, by assuming the upstream "spring constent" to 
be given by mean values of the slope of the total pressure versus mass- 
flow curve measured at the subsonic diffuser exit, the approximation 


becomes dubious. 
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The oscillating slug of air іп the diffuser neck is used to approxi- 
mate the fluid in the ram jet which has the highest velocity perturb&- 
tions. The plane-wave theory shows the choked exit nozzle assumption 
results in the ram jet acting much the same as an organ pipe closed (in 
regard to perturbations) at the exit so that the velocity perturbations 
are highest near the entrance. However, when the combustion chamber is 
much longer than the diffuser, the momentum perturbation in the combus- 
tion chamber cannot be neglected. 


Now if the frequency of oscillation is low and of а simple harmonic 
type without higher frequency components sq that the wave length of the 
oscillation is much larger than the length of the ram jet, then the 
relative pressure distribution along the ram jet at а particular instant 
of time, obtained by quasi-plane-wave theory, may be crudely approximated 
by the resonator model. Thus, under these conditions, the resonator 
model might be expected to give frequencies of the correct order of 
magnitude. 


However, this resonator model would still be inapplicable for the 
determination of the correct stability parameters. The reason for the 
possible usefulness on one hand for frequency computations and the 
unsuitability for stability computations on the other hand lies in the 
importance of time effects and local flow conditions on stability. 


It has been shown previously that the flow perturbations at the 
start of buzz originate at the inlet and grow to an appreciable size 
relative to their ultimate magnitude before the waves generated by the 
start of the growth can travel downstream to the combustion chamber. If " 
waves traveling downstream with & speed equal to the sum of the sonic and 
the fluid speeds reach the combustion chamber only after such ап appre- 
ciable growth, then it is obvious that any entropy discontinuities, which 
move with the speed of the fluid and which arise from the shock motion or 
boundary-layer variations at the cowling must arrive at the combustion 
chamber at an even later time. Thus the springs of the resonator model, 
which approximate (for frequency purposes) the effect over a complete 
low frequency cycle of the waves in the ram jet, are not applicable at- 
the start of buzz since the upstream waves are not present in the actual 
physical phenomenon. | цэ ээн | 


ТР опе were to set up а "mass and spring" model for stability pur- 
poses as an analogy to the stability criteria proposed in an earlier 
section of this report, the mass would be the slug of air between the о 
normal shock and the boundary layer or entropy disturbance near the 
cowling inlet which gives rise to the upstream moving compression waves. 
The upstream spring would exert a force related to the instantaneous 
value of pressure recovery and mass flow through the shock and cowling 
system. There would be no downstream spring for stability determination 
since, as proved previously, the initial motion of the slug would be - 
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unaffected by reflections from the rear of the ram jet. However, instead 
of the downstream spring acting on the rearward surface of the slug, 
there would be a forcing function representing the waves generated by 

the boundary-layer disturbance. The initial motion (stability) of the 
slug would then depend upon the relation between the forces exerted by 
the upstream spring and forcing function, where the forcing function is 
8150 affected by "feedback" of а magnitude dependent on the slug posi- 
tion. In this analogy the feedback forces represent the additional waves 
generated owing to changes of entropy, effective flow area, and spillage 
at the cowling inlet as the shock is displaced from its original posi- 
tion. The stable case would then occur when a random force &rising at 
the rear face of the slug would move the slug only slightly before the 
spring ahead could stop the motion. The converse would then be true for 
cases of instability in which case the slug would continue to move out- 
ward until stopped by removal of the forcing function or (if enough time 
has elapsed in the equivalent ram jet to permit reflections from the exit 
nozzle) the application of another restoring force to the rear face. 


The various assumptions employed in the resonator theory of refer- 
ence Т should also be weighed closely. The very critical assumption that 
the pressure on the upstream face of the slug can be given by & mean 
relation between total pressure recovery and mass flow at the diffuser 
exit is particularly susceptible to doubt. First there is the question 
of the indeterminancy of the slope of pressure recovery versus mass flow 
for inlets, operating with the conical shock at the lip of the cowling, 
which have no reduction in mass flow without buzzing. The slope of the 
curve is then discontinuous at the start of buzz (see fig. T). Then 
there also arises the question of the relationship of static to dynamic 
properties. For example, if the shock velocity may be considered slow 
then the mass flow entering the cowling would be the same for similar 
cases to those shown in figures 22(а) and (b) and figures 22(c) and (а) 
where the shock pattern is quite similar except for the bifurcation at 
its foot. However, the similarity of pressure recovery in the combus- 
tion chamber could be markedly affected by the varying degrees of sepa- 
retion at the foot of the shock even though the mass flow was the same. 
Jf the shock velocity may not be considered slow, then there immediately 
arises a discrepancy in the assumption since the pressure recovery is 
different across advancing and retreating shocks when the mass flow 
behind them is the same. In addition, the assumption that the instanta- 
neous static pressure at the inlet may be approximated by the quasi- 
steady total pressure at the diffuser exit not only ignores compressi- 
bility at the inlet (where the Mach number is high) but also disregards 
possible strong changes in the performance of the subsonic diffuser as 
the shock moves outward (usually) accompanied by separation either on 
the cowling or center-body surface. 


Finally, there is the question whether it is correct to use mean 
values to describe quasi-steady-flow conditions for part of a cycle when 
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there is never amy possibility о? equilibrium between the different parts 
of the flow. In other words, if strong waves or disturbances exist at 
any instant between the cowling and the subsonic diffuser exit, then the 
pressure perturbation at the cowling cannot correctly be approximated as - 
the product of the mean slope of the diffuser exit pressure-recovery mass- 

flow curve and diffuser exit mass-flow deviation from the mean. For 

example, for the configuration of figures 9 and 10 of reference 6 from 

the instant the first cycle of buzzing begins (with the normal shock at 

the cowling inlet) the conditions just behind the shock never reach an | 
equilibrium with those at the inlet until the shock finally halts its Ps 
motion and remains steady two-thirds of the мау out on the spike. Іп В 
other words the aforementioned equilibrium is never attained so that the 
quasi-steady state never exists with the shock a quarter of the way out, 

half the way out, etc. Yet a mean value as employed in reference 7 pre- 

sumes that the flow is in equilibrium as it passes outward along the 

spike and that possible steady flows exist & quarter of the way out, 

half the way out, etc. 


The neglect of the velocity perturbations in the combustion volume, 
when the combustion chamber is long relative to the diffuser length, 
must also be considered since the ratio of the combustion chamber area 
to "slug" cross-sectional area is usually between three and four. Thus 
neglecting these combustion-chamber perturbations relative to those in Е 
the slug roughly assumes that one-third or one-fourth is negligible com- 
pared to unity. 


The wave length of the oscillation and its higher frequency har- 
monics in relation to the dimensions of the model must also be examined. 
For example, for the higher frequency oscillations of references 7, 
9, and a British paper by С. F. Griggs апа Е. L. Goldsmith (not generally 
available), the wave length of the basic oscillations are only five to 
six times the length of the model (i.e., an equivalent n between 2.5 m 
and 5) so that the constant pressure end density assumptions become : 
inaccurate. = : 


It should be noted that the resonator theory cannot possibly be 
applied to the very high frequency buzzing discussed іп a previous вес- 
tion of this paper and іп the British paper. The wave length of the high- 
frequency oscillation in the latter paper, where-the L/D ratios of the 


models were approximately 5 to 55; was only імісе that of the model. The 


highest frequency oscillation of configuration 1.278 - 14.91 - 40.19 had 
а. wave length of less than half the model length. Furthermore, the 
resonator theory of reference Т cannot account for an abrupt change in 
frequency of any significant magnitude with no significant change in 
valve position, mass flow, or pressure recovery. 


Experimental data are compared with the resonator theory in ref- 
erences 7 and 9 ав well as in the British paper. The experimental 
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frequencies agree іп regard to trend and order of magnitude. The arbi- 
trary value of the geometric parameter denoting the end of the oscil- 
lating slug was chosen by Griggs and Goldsmith to give a minimum reso- 
nator frequency; yet the experimental values were always lower than the 
resonator frequency (except for the very high frequency cases) and 
errors ranged up to 50 percent of the experimental frequency. It should 
be noted that when the wave length of the oscillation was about five or 
six times as great as the rem-jet length, Griggs and Goldsmith reported 
theoretical frequencies consistently higher than experimental values 
whereas references T and 9 found theoretical frequencies to be lower 
than experiment. Since a linearized theory, when stretched to the limits 
of its applicability, usually gives results consistently on one side of 
experimental data this irregular behavior is at present unexplainable. 


The comparison between the slope of the diffuser pressure гесауегу 
versus mass-flow curve ао start of buzz predicted by the resonator 
theory and the experimental values of reference 7 and others is not 
conclusive. Griggs and Goldsmith state the magnitude of the slope to 
be so small for the models tested that the criterion of а positive slope 
appears to be sufficient for instability. The data of reference 7 indi- 
cate buzzing to occur with a positive slope, but the magnitude of the 
experimental slope sometimes exceeds and at others is not as large as 
the theoretical slope. 


It should be noted that there are major differences between the 
instantaneous relationship involving total pressure and mass flow at 
the cowling which was employed as а stability criterion in a previous 
section and the mean relationship.obtained from the resonator theory of 
reference 7. First, the mean relationship is concerned with the whole- 
ram-jet geometry while the instantaneous one is concerned only with con- 
ditions local to the cowling. Secondly, changes in the combustion- 
chamber total pressure are the result of buzzing while the instantaneous 
variation at the cowling is a requisite condition for instability. The 
separation "throttling" and reduced mass flow generate expansion waves 
moving downstream into the combustion chamber which reduce the total 
pressure, and of course these waves are later followed by fluid of higher 
entropy. The fact that buzzing occurs only with а positive slope of the 
mean total-pressure versus mean mass-flow curve has been explained in а 
previous section ав resulting from а cyclic integration of the effect of 
the waves and entropy increase. 


The amplitude computations of reference 9 are based on the same 
model аз the frequency computations with the exception that the upstream 
spring "constant" may be nonlinear and is determined as the slope of ап 
assumed steady flow relation between diffuser pressure recovery and mass 
flow. Thus these computations might be expected to also yield results 
showing the general trends and orders of magnitude. It has been stated 
previously in this paper that the quasi-plane-waye solution for certain 
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frequencies might be approximated by constant pressure in the combustion 
chamber at any instant of time. However, there is a variation in ampli- 
tude along this chamber which can be significant for amplitude consider- 
ations at higher frequencies. An examination of the experimental data 
of figure 4 of reference 9 reveals several facts pertinent to this argu- 
ment. First the higher frequencies of each of the long and short models 
are inversely proportional to the model lengths which substantiates the 
fact that quasi.plane waves govern the oscillation. The wave length of 
the particular oscillation is about 52 times the length of the partic- 
ular ram jet (m = 2.0). Now the experimental amplitudes were measured 


at different values of =(x/ Т = 0.8 for small models, x/L = 0.5 for 


large) and consequently since quasi-plane-wave theory predicts and 
experiments show amplitudes increasing with x/L it is to be expected 
that the measured amplitudes would be higher for the shorter model. If 
the gages had been located at the same value of x/L the amplitudes 
could be nearly equal. Тһе result obtained by the resonator method 
which predicts higher amplitudes for the shorter model may be inter- 
preted to reflect the fact that the longer combustion chamber length 
relative to total length of the larger volume ram jet yields an average 
pressure amplitude over that length which is less than the average pres- 
sure amplitude over the shorter relative length of the small-volume ram 
jet (since these lengths are taken from the-exit of the ram jet and local 
amplitude increases &s the exit is approached). 


In. conclusion it may be stated tha&t the model assumed in the reso- 
nator analysis of references 7 and 9 may be considered а rough approxi- 
mation to the actual phenomena when applied for purposes of obtaining 
the general trends and orders of magnitude of frequency and amplitude 
of oscillation providing the wave length of the highest frequency com- 
ponent of the oscillation be much larger than the length of the ram 
jet. The resonator analysis is not applicable when considering the 
initial stability of the inlet without combustion and should not be so 
applied to obtain such stability criteria. 


Comparison Between Theoretical and Experimental 
Pressure Amplitudes and Mass Flow 


The theoretical approximation to determine pressure amplitude vari- 
ation with mass flow was applied assuming the shape of the pressure-time 
curve аб x/L = 1 to be either sinusoidal or sawtooth with equal time 
intervals between peaks and valleys. The sinusoidal. form is often 
found experimentally for the lower amplitudes. Аз the buzzing becomes 
more violent, the general form of the pressure-time curve usually becomes 
more highly peaked so that a sawtooth curve more nearly approximates the 
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actual curve. ОҒ course, the experimental pressure records at higher 
amplitudes are usually made up of many superimposed waves, but these 
also can be approximated by adding simple curves. For example, fig- 
ure 25 compares the pressure-time curve obtained experimentally for 
configuration 1.278 - 14.91 - 48.19 to the one obtained by adding a 
sinusoidal curve with п = 1 to a sawtooth curve with an equivalent 

о = 5 and amplitude about four times that of the sinusoidal curve, 
(that is, sawtooth curve has a frequency one-third that of the sinus- 
oidal curve). The small perturbation pressure amplitude theory permits 
the addition of such pulses since the governing differential equation 
(eq. (8)) is linear; but it cannot predict the relative amplitudes of 
the waves having different frequencies without making some assumption 
regarding how much of the decrement in mass flow is due to each partic- 
ular wave. Then а further assumption would be necessary regarding the 
phase relationship of the waves in order to obtain net peak values. 
Since there is no simple way of estimating these factors, they are 
ignored and the amplitudes computed as if the whole pressure and m&ss- 
flow variation were due to the lower frequency (higher value of n) 
oscillation. Note that the п = 1 oscilletion has a very small ampli- 
tude near the midpoint of the ram jet (see gage 3 at x/L = 0.602 of 
fig. 23) the approaches zero ав x/L —» 1/2, m, — 0. 


Тре variation of pressure total amplitude coefficient with axial 
position along the ram jet for a value of M, = 0.14 is shown in fig- 


ure 21 for both the sine curve and sawtooth curve. The sawtooth curve 
predicts amplitudes from O to 20 percent higher, other conditions being 
equal. 


The variation of total amplitude coefficient with incipient Mach 
number is shown in figure 25 for various values of n at x/L = 0.838. 
Since the experimental effective incipient Mach number for all configu- 
rations tested was close to M, = 0.14, this value was used as a basis 


to compare the theoretical and experimental trends of amplitude shown 
plotted against mass flow in figures 26 and 27. ‘The theoretical curves 
are drawn for x/L = 0.838 while the experimental points include values 
at x/L = 0.838 апа x/L = 0.919 (gages h with L/D = 14.91 and 29.82). 
However, from figure 24, it may be seen that there is only a slight dif- 
ference in the predicted amplitude at the two stations. Reference 6 
states that for buzzing other than the very high frequency type there is 
а minimum of two complete wave traversals per cycle (n must be equal to 
or greater than 2) and the pressure records of the present tests showed 
most of the runs to have frequencies corresponding to values of n 
between 2 and 3. Consequently, only the corresponding theoretical curves 
аге shown Рог п equal to 2 and 5. The general agreement for the lower 
amplitudes tends to substantiate the theory and the assumptions involved, 
while the agreement at the higher amplitudes is only a coincidence and 
must not be construed to mean the theory is applicable to large amplitudes. 
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The experimental results indicate that the supersonic diffuser | 
configurations, when used in conjunction with the same subsonic dif- . 57 * s 
fuser, yield similar curves of amplitude versus mass-flow decrement. 
Ihe value of М,, however, may often depend largely on the supersonic 


configuration. 


A simplified method for predicting the mass-flow reduction below 
the value at start of buzz without exceeding a given small pressure 
amplitude may be obtained from the linearized theory. Since n usually 
decreases (frequency increases) as the mass flow is reduced (see refs. 6 
and T) for a given configuration, the value of п may be assumed to be 
+ or greater at the start of buzz. Higher values of mn will yield 
lower permissible mass-flow reductions for a given amplitude. Іп other 
words, the "factor of safety" of the prediction increases as the chosen 
value of n increases. Then employing values of my and М assumed 


from geometry of the ram jet or experimentally determined, the permis- 
sible reduction in mass flow for a given small amplitude of pressure 
pulsation may be obtained from equations (28), (29), and (30). 


CONCLUDING REMARKS 


1. Cold-flow tests at a Mach mumber of 1.94 of ram-jet models 
having scale factors of 5.15:1 and Reynolds number ratios of h.T5:1 
with several supersonic diffuser configurations showed only smali vari- 
ations in performance between geometrically similar models. The pre- 
dominant variation in steady-flow performance resulted from the larger woe 
boundary layer in the combustion chamber of-the low Reynolds number ^ | 
model. Тһе conditions at which buzz originated were nearly the same 
for the same supersonic diffuser (cowling-position angle) configurations 
in both large and small diameter models. There was no appreciable vari- 
ation in stability limits of any of the models when the combustion- 
chamber length was increased by a factor of three. The unsteady-flow 
performance and wave patterns were also similar when considered on a 
reduced-frequency basis depending on the relative lengths of the model. 

The negligible effect of Reynolds number on stability of the off-design 
configurations was not anticipated in view of the importance of boundary 

layer to stability, and this result should not be construed to be gener- 

&lly &pplic&ble. | ña I 


2. The velocity profile іп the combustion chamber 86 both Reynolds 
numbers was appreciably influenced by an angle of-attack of 1/29. ‘The 
external shock pattern was noticeably affected only for the lower 
cowling-position angles. The pressure recovery and mass-flow values at = 
the start of buzz were not noticeably affected. 
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5, From а theory developed оп а quasi-one-dimensional-flow basis, 
it was found that the stability of the гаш jet is dependent upon the 
instantaneous values of mass flow and total pressure recovery of the 
supersonic diffuser and immediate neighboring subsonic diffuser. Con- 
ditions for stable and unstable flow were presented. 


l. The model assumed in the resonator analysis of Sterbentz and 
Evvard may be considered a rough approximation to the actual phenomena 
when applied for purposes of obtaining the general trends and orders of 
magnitude of frequency and amplitude of oscillation providing the wave 
length of the highest frequency component of the oscillation be much 
larger than the length of the ram jet. The resonator analysis is not 
applicable when considering the initial stability of the inlet without 
combustion and should not be so applied to obtain such stability 
criteria. 


5. A simple theory for predicting the approximate amplitude of 
small pressure pulsation in terms of mass-flow decrement from minimum- 
stable mass flow was developed and found to agree with experiments. 


Tangley Aeronautical Laboratory, 
National Advisory Committee for Aeronautics, 
Langley Field, Va., July 28, 1953. 
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TABLE ІІІ.- VALUES OF PARAMETERS АТ START ОЕ BUZZ 
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Figure l.- Typical БЕЕРЕШГЕ record of start of buzz for configuration 
1.278 - 14.91 - 11.29. Time is increasing to right and pressure 
is positive upward. 
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Figure 2.- Schematic diagram of models tested. Small model is similar 
to large model except for transition section at plug valve. 
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Figure 5.- Local flow area plotted against axial distance from cowling 
for models tested. Cowling position angle 11.29. 


Axial distance, x/D 


QenecI ИЧ VOVN 


О =—ы = — „ 


Pressure recovery , ЊАР, - 


Configuration 
О----- 4,026 -2982-48.° 


П---- 1.278 -2982-48.? 


= 

m 

g 
№ 
№ 
р 
ы 

4 
Е 
Е 


"ах m ; - 


Figure 4.- Curves of pressure recovery plotted against mass-flow ratio 
for configurations 29,82 - 8.10, Flagged symbols denote unsteady 
flow. 
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Figure 5.- Curves of pressure recovery plotted against mass-flow ratio 
for configurations 4.026 - 18,19. Flagged symbols denote unsteady 
flow. 
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Figure 6.- Curves of pressure recovery plotted against mass-flow ratio 
for configurations 1.278 - 48.19. Flagged symbols denote unsteady 
flow. 
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Figure T.- Curves of pressure recovery plotted a 
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Figure 8.- Curves of pressure recovery plotted against mass-flow ratio 
flow. 
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Figure 9.- Curves of pressure recovery plotted 


for configurations 1.278 


flow. 
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Figure 10.- Curves of pressure recovery plotted against mass-flow ratio 
for configurations 29,82 - 10.19, Flagged symbols denote unsteady 
flow, 
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Figure 11.- Curves of pressure recovery 
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Figure 12.- Curves of pressure recovery plotted against mass-flow ratio 
for configurations 1.278 - 0,19, Flagged symbols denote unsteady 
flow. | 
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Figure 1%,- Mach number profiles at rake survey station for configurations 
29.82 - 148,19, 
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(c) Configuration 4.026-2982-44.2°; а =+1/2° (d) Configuration 1278-2982-44.20; а = +1/2° 


Figure 15.- Instantaneous spark shadowgraphs 
stable mass flow. 
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Figure 15.- Concluded. 
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Figure 17.- Mass-flow and Mach number profiles at rake survey station for 
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Figure 18.- Pressure-time records showing similar regular pulses іп buzzing 
of similar configurations. Pressure is positive upward. 
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(b) Configuration 1.278 -14.91 - 40.1° 
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Figure 20.- Pressure-time records showing transition from Low-frequency to 
high-frequency buzzing in configuration 1.278 - 14.91 - 40.19. 
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.- High-speed motion-picture shadowgrephs of isolated spasmodic 


pulse in buzzing of configuration 1.278 - 14.91 - 10.19. 
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Figure 22.- Instantaneous shadawgraphs taken during buzzing of configu- айн 


ration 1.278 - 14.91 - 0.19 to show variation in flow pattern at 2 ко шаг 
foot of shock when outer part of shock 18 at same position. 
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Figure 25.- Comparison of experimental pressure-time recor 
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Figure 24,- Variation of pressure amplitude coefficient with axial 
position for M, 
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Figure 25.- Variation of pressure amplitude coefficient with Mach number 
at start of buzz for x/L = 0.058. 
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Figure 26.- Total amplitude of pressure pulsations at gage 4 plotted 
against nondimensional decrement in mass flow from minimm stable 
flow. Configurations 1.278. 
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Figure 27.- Total amplitude of pressure pulsations at gage 4 plotted 
against nondimensional decrement in mass flow from minimum steble 
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